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Installation Details: Apron Flashing

Figure MI ID 001

Millennium 

MILLENIUM APRON FLASHING

DETAIL FOR WALL ABUTMENT APRON FLASHING ON DOUBLE  
LOCK STANDING SEAM - COLORBOND & ALUMINIUM

19mm PLYWOOD

ROOF SHEET

MIN.40mm AIR GAP

MEMBRANE

NEUTRAL SEALANT

6mm Diam. ANCHOR IN OVER FLASHING

50mm OVERLAP

MIN 100mm UPSTAND

Z SUPPORT FLASHING

TURNDOWN OVER RIB

20x10 RECESS IN WALL

STANDING SEAM

ANTI ABRASIVE

SILICONE 
BEAD UNDER 
Z - FLASHING
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Installation Details: Apron Flashing

Figure MI ID 002

Millennium 

MILLENIUM APRON FLASHING

DETAIL FOR WALL ABUTMENT APRON FLASHING ON DOUBLE  
LOCK STANDING SEAM - COLORBOND & ALUMINIUM

19mm PLYWOOD

ROOF SHEET

MIN.40mm AIR GAP

MEMBRANE

NEUTRAL SEALANT

6mm Diam. ANCHOR IN OVER FLASHING

50mm OVERLAP

MIN 100mm UPSTAND

ANGLE BRACKET

APRON FLASHING NOTCHED 
OVER STANDING SEAM RIBS

20x10 RECESS IN WALL

STANDING SEAM

ANTI ABRASIVE

APRON 
FLASHING

TURNED UP STOP END
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Installation Details: Barge Cap

Figure MI ID 003

Millennium 

19mm PLYWOOD

STANDING SEAM RIB

Z SUPPORT FLASHING

BARGE CAPPING

TURNED UP CUT EDGE 
OF ROOF SHEET

STANDING SEAM
ROOF SHEET

MIN.40mm AIR GAP

ANTI ABRASIVE
MEMBRANE

MILLENIUM BARGE CAP

DETAIL FOR BARGE CAPPING ON DOUBLE LOCK  
STANDING SEAM - COLORBOND & ALUMINIUM
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Installation Details: Barge Cap

Figure MI ID 004

Millennium 

 

19mm PLYWOOD

STANDING SEAM RIB

Z SUPPORT FLASHING

BARGE CAPPING

TURNED UP CUT EDGE 
OF ROOF SHEET

STANDING SEAM
ROOF SHEET

MIN.40mm AIR GAP

ANTI ABRASIVE
MEMBRANE

STANDING SEAM RIB

MILLENIUM BARGE CAP

DETAIL FOR BARGE CAPPING ON DOUBLE LOCK  
STANDING SEAM - COLORBOND & ALUMINIUM
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Installation Details: Box Gutter — for minimum roof pitch 7.5°

Installation Details: Valley Gutter — for roof pitch over 7.5°

Figure MI ID 006

Figure MI ID 005

Millennium 

MIN.40mm AIR GAP

STANDING SEAM
ROOF SHEET

ENDS OF SHEET
CLOSED OFF VALLEY GUTTER

19mm PLYWOOD RECESSED
FOR VALLEY GUTTER

ANTI ABRASIVE
MEMBRANE

MIN 100mm LAP

MILLENIUM BOX GUTTER

DETAIL FOR VALLEY GUTTER ON DOUBLE LOCK  
STANDING SEAM - COLORBOND & ALUMINIUM

MINIMUM ROOF PITCH 7.5 Degs.
UNDER 7.5 Degs BOX GUTTER IS REQUIRED

MIN.40mm AIR GAP

STANDING SEAM
ROOF SHEET

ENDS OF SHEET
CLOSED OFF VALLEY GUTTER

19mm PLYWOOD RECESSED
FOR VALLEY GUTTER

ANTI ABRASIVE
MEMBRANE

MIN 100mm LAP

MILLENIUM VALLEY GUTTER

DETAIL FOR VALLEY GUTTER ON DOUBLE LOCK  
STANDING SEAM - COLORBOND & ALUMINIUM

MINIMUM ROOF PITCH 7.5 Degs.
UNDER 7.5 Degs BOX GUTTER IS REQUIRED


